SAW GHAINI

Professional Chain Conversion Chart

EXAMPLE OF CARLTON SAW CHAIN NUMBERING SYSTEM: B3E55

First letter denotes pitch — B3ES55 Second letter denotes type of chain — B3E55
A =3/8" pitch J =.354" pitch S = Sta-Sharp C = Champion
B =.404" pitch K =.325" pitch E=TypeE L = Chisel
C =7/16" pitch N =3/8" pitch low profile Final combination of numbers indicates number of
D =1/2" pitch drive links — B3E55
First number denotes gauge — B3E55 Thus, chain B3E55 is a .404” pitcr), .063 gauge Type
1 =.050 gauge E chain loop with 55 drive links. Pitch and gauge are
2 = .058 gauge stamped on the drive link of each CARLTON chain,
= .063 gauge type of chain is stamped on the depth gauge.
CARLTON CHAIN TYPES:
STA-SHARP TYPE-E CHAMPION ~ CHISEL
CARLTON Pitch Gauge | HOMELITE McCULLOCH OREGON PIONEER POULAN SABRE STIHL WINDSOR
K1C 325 .050 20AP P20 325 23M
K2C .325 .058 21AP 425
K3C .325 .063 26M
J1S .354 .050 PM350
J2S .354 .058 45C 357A
J1C .354 .050
J2C .354 .058
N1C 3/8 .050 37-C-50 MP 370 91S P101 350
A1S 3/8 .050 18
A2S 3/8 .058 48
A3S 3/8 .063 28
A1E 3/18 .050 38-C-50 PM 370 38R50T P72 50A
A2E 318 .058 38-C-58 PM 378 38R58T 58A
A3E 3/8 .063 PM 373 63A
A1C 3/8 .050 SM 370 22 P22 747 33M :
A2C 3/8 .058 23 737 35M
A3C 3/18 .063 36M
A1L 3/8 .050 SPR 370G 72LP P720 338
A2L 3/8 .058 SPR 378G 73LP 35S
A3L 3/18 .063 SPR 373G 75LP 36S
B1S 404 .050 40-C-50 50C 34,340
B2S .404 .058 51AC 404R58T 14 140 45C
B3S .404 .063 PM 403 52AC 404R63T P52 24,240
B1E .404 .050 50B
B2E .404 .058 58AC 58B
B3E .404 .063 59AC 63B
B1C .404 .050 40-C-50 28 777 43M
B2C .404 .058 26 767
B3C 404 .063 40-C-63 SM 403 27 P27 757 46M
B1LR .404 .050 SPR 400 50L
B1LS .404 .050 SPS 400 50AL
B2LR .404 .058 b1k
B2LS .404 .058 51AL
B3LR 404 .063 SPR 403 52L 46S
B3LS .404 .063 SPS 403 52AL 46SL
D2S 12 .058 9AC 15,150
D3S 1/2 .063 PM 503 10AC P10 25,250 56C
D2E 1/2 .058
D3E 12 .063 50-C-63
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